Producer of Pneumatic Advertising

WINDYMAN

INCLUDED ASSEMBLY
INSTRUCTIONS

éra; In the Hello Man and Windy Man models, the fan draws air in from the bottom. The product must only be
placed on a hard, level surface to prevent damage.

x1

fan

Take the fan and the lift operator’s cover out of n Rotate the base of the fanby approximately 180
the box; for the two-legged version, there will degrees.

be twoseparate boxes.

H Attach the fan cover to the fan using the Velcro n Plug the power cable into the mains and wait for
strips sewn into the lower leg of the cover Windyman to take shape. To improve the
around the fan. For a two-legged model, attach flexibility of the covering, adjust the strings at
each leg separately. Windyman’s head and the ends of his arms(Fig. 1)

The Windyman cover must not be wet before packing.

Store the Windyman cover at room temperature; at higher temperatures, so-called secondary
sublimation may occur, i.e. the print may bleed onto the fabric.
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Producer of Pneumatic Advertising

WINDYMAN

INCLUDED DISASSEMBLY
INSTRUCTIONS
e l
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fan

Unplug the power cable. Hold the cover in place n Remove the fan cover using the Velcro

to prevent it from getting dirty, whilst rolling it fasteners.

up from the top.
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n Remove the base from the fan and put it back n Put the rolled-up, dry underlay into the box
in the box. along with the fan.

INSTRUCTIONS
OF USE

1.Please read the product assembly/disassembly instructions before assembly.

2.When transporting, setting up and assembling the product, take special care to avoid damage to the product or injury during
assembly.

3.Before disassembling the product, ensure that there are no sharp objects, tools, etc. with sharp edges in the area where the
product will be assembled.

4.Check the condition of the electrical cables before connecting to avoid electric shock.

5.Do not obstruct the fan. The product should be positioned so that the ventilation hole has free access to air.

6.To avoid tripping hazards, the extraction cords should be positioned outside the passageways. If the lashings have to cross
passageways or are close to passageways, they must be clearly marked (e.g. with warning tape).

7.During increasing gusts of wind, the seating of the pins/anchors must be checked systematically.In winds above 38km/h, the
product must be assembled immediately.

8.During rain or snowfall, excess water/snow should be systematically removed from the product.

9.Any soiling must be removed immediately with a damp cloth and warm water without using detergents. The use of high-
pressure cleaners is prohibited.

10.The product should be cleaned and dry before disassembly. If, due to weather or other circumstances, the product is
assembled wet and dirty, it should be disassembled again as soon as possible, dried and cleaned.

11.The product should be stored in a dry and clean place.

VAN N/

recommended risk of ignition risk of risk of overturning inappropriate use  prohibition of use in
minimum distance

following contact entanglement or due to incorrect e.g. climbing case of damage to
from product: 2m with a fire or tripping over installation or the power cable
ignition source lashing ropes strong winds
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